
SERIE  EVAC

 

Model TS-EN150 

Description 4 Zone Voice Evacuation Amplifier 

Rated Power Output 150W 

Fireman Microphone 10mv, 600Ω 

Line 1 Inputs 775mV, 10kΩ unbalanced  

MIC2 Inputs 10mV, 10kΩ, RCA, back up EMC microphone 

Frequency Response 80Hz~20kHz 

THD ＜1% at RMS,1KHz 

S/N Ratio >70dB 

Speaker Output 100V 4zone speaker outputs 

Control Input & 

Output 

5 programmable control inputs: Max 3.3V (voltage mode) or 0V closed contact 

4programmable control outputs: 0V relay closed contact 

Voice Message MP3 or WMA format, EVAC/ALERT/BGM, programmable voice message up to 64 

Operation 

Environment 

Operation Temp: +5℃ ~ +40℃; Store Temp: -20℃ ~ +70℃; Operation Humidity: 

<95% 

Power Consumption 180W 

Power Supply AC230V or 115V & DC24V battery inputs, 50-60HZ 

AC Fuse 250V/6.3A, slow type and restorable fuse 

Dimension 420(W)×450(H)×190(D) mm 

Weight 12.3kg 

Conformità: CEI, EN60849, EN54-16

TS-EN150
  Centrale Ampli�cazione Evac 4 zone 

        

Speci cations:


